
I N F O R M A T I O N  S H E E T

8832-000245 RevE
©2009 Milestone AV Technologies, a

Duchossois Group Company
12/09

The following table outlines recommended weight capacities for MSP-DT products, dependent on configuration used.

Description Weight Capacity

MSP-DT27B:  27" BOW WITH CLAMP 35 LB (15.9 KG) PER SCREEN (QTY:  2 SCREENS)

MSP-DT36B:  36" BOW WITH CLAMP 35 LB (15.9 KG) PER SCREEN (QTY:  2 SCREENS)

MSP-DT42B:  42" BOW WITH CLAMP 30 LB (13.6 KG) PER SCREEN (QTY:  3 SCREENS)

MSP-DT45B:  45" BOW WITH CLAMP 25 LB (11.3 KG) OUTER SCREENS - 35 LB (15.9 KG) INNER SCREEN
(QTY:  3 SCREENS)

MSP-DT54B:  54" BOW WITH CLAMP 20 LB (9.1 KG) OUTER SCREENS - 35 LB (15.9 KG) INNER SCREEN
(QTY:  3 SCREENS)

MSP-DT100VB: 100mm CENTRIS ARRAY HEAD 35 LB (15.9 KG)

MSP-DT1014B: 14" POLE WITH CAP 90 LB (40.8 KG)

MSP-DT1028B: 28" POLE WITH CAP 90 LB (40.8 KG)

MSP-DT1002B: FLAT BASE 90 LB (40.8 KG)

MSP-DT1003B: EXTRA POLE CLAMP 90 LB (40.8 KG)

MSP-DT4101B: 200mm X 100mm ADAPTER PLATE 35 LB (15.9 KG)

MSP-DT251B: CPU HOLDER 5 LB (2.3 KG)
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